accumulation, 179
acoustic parameters, 53
adsorption, 361
aluminium electrolysis cell, 185
asphaltene precipitation, 107
bio-inspiration materials, 221
Boltzmann model, 185
boundary condition, 27
Brinkman equation, 355
Brinkman–Forchheimer, 1
Brinkman model, 277
capillary pressure, 41
clinoptilolite, 361
CO₂ miscible flooding, 325
core pressure gradient, 171
capillarity, 277
coupled stress, 119, 287
cross diffusion, 157
determination, 179
darcy number, 63
desorption, 361
diffusion, 205
distribution, 41
double stratification, 287
dual porosity, 145
elastic constants, 53
elasto-viscous fluid, 269
electrodes, 179
electrodes, 179
elliptical cross section, 269
energy, 83
enhanced oil recovery, 325
ferricyanide, 179
ferrofluids, 311
fractured well, 171
free convection, 27
gas bubbles, 185
Hall currents, 63
heat source, 311
heat transfer, 63
heterogeneous, 355
hydrocarbon gas injection, 325
hygrothermal analyses, 251
Iranian reservoirs, 325
Joule dissipation, 1
linear flow, 145
linearization method, 157
low elastic module, 221
low-permeability reservoirs, 171
lubrication model, 221
macroscopic equations, 83
magnetohydrodynamic (MHD), 1, 13, 63, 27
mass, 83
metronidazole, 361
Minkowski functionals, 205
mixed convection, 157, 287
moisture storage function, 251
momentum, 83
nanofluid, 13, 27, 277
natural fracture, 145
non-Darcy, 1, 27, 287
nucleation, 185
oil recovery, 133
optimization, 41
oral drug delivery, 361
oscillatory convection, 277
photoluminescence, 53
physical models, 107
pore size, 41
porous anode, 185
power-law fluid, 233
Prandtl number, 63
pressure behavior, 171
pressure gradient, 171
pressure transient, 233
pseudopermeability modulus, 145
Rayleigh-Darcy number, 277
recovery factor, 325
refractive index, 53
relative permeability, 41, 133
reservoir, 233
restricted entry, 233
rotation, 119, 311
salinity, 133
second grade fluid, 95
second-order fluid, 269
screening criteria, 325
shale gas, 145
silicon, 53
sliding bearing, 221
solvent injection, 107
spherical flow, 233
stability, 119
stretching sheet, 13
stress sensitivity, 145
temperature, 13
thermal instability, 277
thermo-fluid, 83
tortuosity, 205
transport, 83
type curve, 145
uniform flux, 171
vapor extraction, 107
variable permeability, 355
variables, 269
variable viscosity, 157
vertical channel, 63
viscous dissipation, 1, 27
viscous flow, 355
volume averaging, 83
vortex flow, 297
water flooding, 133
well testing, 41
wettability, 133
X-ray tomography, 205